| TEXAS

RIDGE, SADDLE, AND VALLEY FLASHING IN THIS AREA. LAP ALL FLASHING AND

UNDERLAYMENT TO SHED WATER. PARKS &
RIDGE BEAM TO SIT ON NAILER BOARDS. 2 SIMPSON 3-1/4“ 18 GUAGE GUSSET SYNTHETIC UNDERLAYMENT RIDGEVENT CAP END WILDLIFE
ANGLES ON EACH SIDE. COMPATIBLE WITH GALVALUME
2X4 SPANNING NAILER BOARDS. NOTCH IN CENTER FOR RIDGE BEAM. % PLYWOOD DECKING.
4X4 VERTICAL SUPPORT. NOTCH IN CENTER FOR RIDGE BEAM, | |
- RIDGE VENT 2X6 LOOKOUT ‘/-— 1-1/2" STANDING SEAM
3. | 24 GAUGE GALVALUME
12 S 2X6 RAFTERS AND JOISTS
| 10/3,5 /& 16" o.c., TYP,
2X6 TO SUPPORT LOOKOUTS. FLASHING
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- . GAL\/ALUME
,,,,,,,,,,,,, | 2X6 RIDGE BEAM |
K .
5% NAILER BOARD FOR RAFTERS AND I s HARDIE PERFORATED SOFFIT PANEL
DECKING. FASTEN THRU EXISTING DECK N
INTO RAFTERS WITH DECKING SCREWS. 1] L OOKQUT I~ —— 1X2 HARDIE TRIM
4X4 SPANNING MULTIPLE ROOF JOISTS. NOTCH T™~—— HARDIE PANEL

IN CENTER FOR 4X4 VERTICAL SUPPORT ABOVE, /’W
BLOCK AS NEEDED
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1X2 HARDIE TRIM ‘ % l
EXISTING BUILDING | / 2X6 JOISTS

/ i L HARDIE PANEL CEILING

2X FASCIA TO MATCH
FASCIA WIDTH ON
FRONT,
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HARDIE PANEL
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HARDIE PANEL CEILING ———/ _ CUT TO FIT AROUND POSTS. g%g?ﬁpggggg‘ %’;RMQN. DIA.
- . Q,(. 75 e 4 : '
CUT TO FIT AROUND POSTS P P \/\
. . o 4 16” LDNG;%I/ DIA; STAINLESS STEEL RDD A .ms‘e i A L »;gg ‘ EXISTING CDNCRETE PDRCH.
INSERT 8” INTO EXISTING CONCRETE, 1
50” 8” INTO CENTER LINE 0OF POST 72»
x 7 # A+

PORCH SECTION-- DECKING NOT SHOWN PORCH SECTION/ELEVATION

3 NOT TO SCALE | 2 NOT TO SCALE

ACCESSIBILITY COMPLIANCE NOT VERIFIED.  FUTURE COMPLIANCE NECESSARY
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